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LONG TERM PAVEMENT PERFORMANCE 
PROGRAM DIRECTIVE 

 
 

 
 

For the Technical Direction of the LTPP Program 

 

 
Program Area: Monitoring Directive Number: P-37 
 
Date: May 25, 2003 Supersedes:    See Directive  
 
Subject: LTPP Manual for Profile Measurements and Processing, Version 

4.1, May 2004 
     
 
Effective immediately, the instructions provided in the LTPP Manual for Profile Measurements 
and Processing, Version 4.1, May 2004 shall be followed by the regional services contractors 
when performing longitudinal and/or transverse profile measurements on active LTPP test 
sections using the following devices: 
 
• International Cybernetics Corporation (ICC) MDR 4086L3 inertial profiler 
• Face Company Dipstick® 
• Rod and level survey instruments. 
 
This manual contains standard procedures and forms for data collection, equipment checks, 
equipment calibration, record keeping and maintenance for each of the referenced profiling 
devices.  
 
The data collected by the referenced devices shall be processed using the procedures described in 
this manual. 
 
Implementation of this version of the manual results in the following directives being 
superseded: 
   
• D-23: Transverse Profile Measurements on LTPP Test Sections 
• D-35: Transverse Profile Measurements at LTPP PCC Test Sections 
• P-19: Annual Inter-Regional Profiler Comparison Tests 
• P-26: Alternate LTPP Profiler Comparisons 
• P-27: Assignment of RCO Codes to Profile Data 
• P-30: Collection of Longitudinal Profile Data at SPS-1, -2, -5, and -6 WIM Sections Using 

LTPP Inertial Profilers 
• P-33: LTPP Manual for Profiler measurements: Operational Field Guidelines Version 4.0 




